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2. SYSTEM INFORMATION 

The Glider Observation Strategies (GOST) system consists of two main components.  The first is the Glider Mission 
Adaptation Strategies (GMAST) which reads model data in netCDF format and determines constituent cost functions 
(CCF)s based upon the mission type.  The second component of GOST is the Environmental Measurements Path Planner 
(EMPath)3,4.  EMPath contains the genetic algorithm5,6 that weighs the cost functions with the currents and with 
restrictions on allowed operational areas to select a preferred path for the glider.  
 
There are four mission types:  

1. Feature Investigation/Variability Reduction is the way Ocean Forecasters are providing glider 
guidance currently and allows the model to guide the glider to where it predicts the highest variability 
(uncertainty). 

2. Sustained Coverage is what the Glider Operations Center (GOC) has historically been doing but looks 
for more efficient coverage that leverages forecast currents rather than defaulting to a lawnmower 
pattern of repeated parallel paths. 

3. Tactical Operation uses specialized cost functions that may, for example, account for observation 
impact on smaller scales for acoustic applications.  This mission type may be supported by ensemble 
model runs that quantify probabilities of different outcomes. 

4. Rendezvous may be used at the end of any of the above three to find the best path to get a glider to its 
recovery location at the proper time. 

 
The main mission type tested for GOST 1.3 and GOST 2.0 is the feature investigation/variability reduction based on the 
spread of the model forecast.   The primary location of the tests is in an operational area in the eastern Pacific.  Initial 
testing of GOST was performed with GOST 1.3 in the Trident Warrior (TW13) 7 are off of the eastern US coast. These 
tests involved manual sending of glider start locations and waypoints via email. The rendezvous mission has been also 
tested in both sets of real time exercises. 
 
GMAST provides CCFs representing the criteria for evaluating alternative glider paths through EMPath8. The CCFs 
providing these criteria are derived from the RNCOM forecast fields.  GMAST’s only function is to produce the CCF 
file in netCDF format henceforth referred to as the GMAST file. For mission type 1, the CCFs highlight model 
uncertainty and ocean variability.  The longitude and latitude spacing uses RNCOM’s model gridding.  
 
 The GMAST file has 3 major components:  

1. CCFs - There are two different types of CCFs: static and dynamic.  Static cost functions are time-
independent statistics, while dynamic cost functions include a time dimension.  To identify ocean 
variability, the static CCFs are based on the mean and standard deviations from predicted salinity and 
temperature fields.  Other constraint-based dynamic CCFs, such as a rendezvous point, may also be 
included.    Figure 1 contains illustrations of three CCFs.  

2. Water currents - Water currents are the time-dependent forecast ocean velocity components that are 
averaged over the glider depth range.  These values are in meters per second. 

3. Metadata – These are additional parameters relating to the netCDF file and the glider mission 
information.  Among those parameters, the most prominent for this project are: 

a. Start_time – the assumed time that new instructions are given to the glider 
b. DeltaTime – the time increment of the dynamic functions 
c. TotalTime- the time from the start of the model run (usually 00Z to the end of the GOST 

simulation).  Because GOST may not be run until many hours after 00Z, this number may be 
larger than the length of the model forecast 

d. GliderDepth, maximum depth for the glider dive pattern in this deployment, in meters 
e. GliderSpeed, the average glider horizontal speed through the water, in meters/second 
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4. Glider waterspace flag (set to 1 if a waterspace area exists) 
5. Total hours – hours in model time that the EMPath is set to search over 
6. Hours between turns - time between changes in glider horizontal direction (defaults to 12) 
7. Degrees between gliders – spacing scale that penalizes gliders (defaults to 0.5) 
8. OpArea- a polygon describing the boundaries that contain all allowable  glider trajectories 
9. Number of gliders – most tests in this time period involved one, but some deployments had two or three present 

with the same or different missions 
10. Bounds - lat_max_bound, lat_min_bound, lon_max_bound, lon_min_bound limits of all data; these are set to 

the same values as cutlon/cutlat/[12] in GMAST 
11. Weights –default values of CCF weights exist, but these can be manually altered in the input.prm file.  For 

GOST 1.3 and GOST 2.0 only the rendezvous cost function was increased in weight when required.  
 
 

Figure 2 is shows the result of an analysis result of an analysis9 performed during TW13.  The starred rendezvous point 
must be balanced by a long term glider path that does not waste resources trying to get to the rendezvous point (Figure 
2a) or miss the rendezvous point (Figure 2b).  The desired outcome is that the areas of importance are sampled while still 
making the rendezvous goal (Figure 2c). 
 
 

Figure 2. An overemphasis on rendezvous misses important areas (a). Overemphasizing sampling misses the rendezvous location 
(starred point) and time (b).  Mission success occurs when both area achieved (c).  

 
EMPath produces 5 basic outputs:  

1. Morphology.txt - This text file contains the values for the combined cost function (sometimes referred to as the 
morphology) for each of the latitude and longitude coordinates at the initial time, (time index=0).  This file 
contains values of each of the CCFs, and the final column is the value of the combined cost function3. 

2. GA_Run#.csv - For each of the runs, there is a comma separated variable (csv) file that contains all of the details 
of the most highly rated set of glider paths.  Each run is independent of the others. These details include the lon, 
lat, and bearing for every glider at every time3. 

3. GA_BestRun.csv - GA_BestRun.csv is the GA_Run#.csv that has the highest score3. 
4. EMPath.log - EMPath’s standard out is piped to a text file.  This log file contains the scores for all the runs.  
5. Cost function background graphics -Graphics of the combined cost function are the output of the EMPath.  

These images contained the best path overlaid on the morphology. This has been improved in GOST 1.39. 
 
 

Figure 3 illustrates the wiring diagram of GOST. The main model operations components are executed on the NAVO 
DSRC.  The GOC processing is executed within USI on workstations in a separate network. During GOST 1.3 testing a 
parallel directory for the operational regional NCOM (RNCOM)1 was set up under a relo_beta directory tree. The GOST 
scripts sit in the RNCOM directories under GMAST and EMPath subdirectories.  A pre_gmast.sh and pre_empath.sh 
scripts are used to launch each piece.  Each component runs on a single processor on the Navy DoD Supercomputing 
Resource Center (Navy DSRC) in directories associated with a beta version of the applicable RNCOM.  The operational 
setup of GOST 2.0 will be located in a model_apps directory and running subdirectories will be placed under the scratch 
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1. Real-time track versus the suggested path: The goal is to verify that the gliders are actually following 
the waypoints and to predict the position of the glider for the next cycle’s instructions.   

2. Delivery of useful and feasible waypoints:  The goal is to ensure that the delivered waypoints are both 
useful and feasible.  This includes improved graphics. 

3. An evaluation of the quality of the optimal path: The goal is to provide the confidence levels for the 
suggested path.   
 

GOST 1.3 was able to use package 2 throughout the real time exercises and an upgraded version is being used in GOST 
2.0. Graphics such as those used in Figure 4 made for a much clearer image of the total cost functions, velocity vectors, 
OpArea and waterspace.  Subsequent figures for analysis contain examples of the EMPath output that has been run 
through package 2.  These illustrations helped visualize when the glider was not staying with the OpArea. In the standard 
EMPath text output contain “Out of Bounds?” category with warning flags thought to help the pilots know that a glider 
was in an area too shallow for the glider depth, Out of OpArea, or even Out of Bounds of the whole domain. In the case 
of multiple gliders, the “Too Close” flags would be activated if gliders were less than the allowed degrees between 
gliders. While the warning flags are helpful, the graphics present a clearer picture of what may have caused the glider to 
deviate from the OpArea, whether caused by chasing a feature or by strong currents. 
 
Output from EMPath is initially in degrees.  The pilots are used to seeing the outputs in whole degrees and decimal 
minutes.  During TW13, there had been much confusion regarding the formats being sent between GOST and the GOC.  
This was eventually fixed in initial version of the wrapper scripts used in TW13.  The degree/decimal minutes 
corrections were added to package 2.  USI allows for multiple formats but he decimal minutes has become the most 
commonly used in GOST 1.3  Package 2 adds a weighting numeric to represent the relative importance of each glider 
waypoint from 0 to 1. Glider pilots are given information that could let them choose to skip unimportant points, points 
with a low weight very close to another point making it almost redundant.  Glider pilots could also look at similar 
weights and decide to operate the glider in patrol with this information.  Operating the glider in patrol allows it to hit 
waypoints out of GOST suggested order and in the order of closest point first. 
 
GOST 2.0 required the initial points and waypoint to be converted back to decimal degrees for automated entry with the 
degrees west converted to negative values. Glider pilots do not use the temporal waypoint estimate from GOST in their 
control of the glider; waypoints are simply treated as a sequence of points to follow. More details on this will be 
discussed in the next section. Furthermore, the interactions among GOST, changing forecasts in ocean currents from one 
day to the next, and the glider navigation software would at times take the points out of order or otherwise produce 
erratic reverses in the trajectories. 

4. RESULTS 
The designated OpArea does not always control the locations of waypoints from the EMPath output.  Figure 5a shows 
success as the EMPath output ideally moving into and remaining in the OpArea (the black box) containing most of the 
GOST output path.  This occurred in Figure 5a even though the initial point was outside of the OpArea.  Overall the rule 
of the OpArea was followed, but not always (Figure 5b).  Figure 5b shows 2 gliders being managed by GOST in which 
glider #1 cuts across the whole area and glider #2 looks for the high value area outside of the box.   Conversely, Out of 
OpArea messages would sometimes appear in EMPath output even when the glider was indeed inside of the OpArea, but 
very close to the boundaries. Examples in Figure 5b represented occurrences when user imposed bearings sent to the 
initial coordinates which backfired and others were victims of multiple gliders being required to space too far apart.  
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programs that exchange information to and from the NAVO DSRC.  Files are usually delivered within 20 minutes of 
creation.  GOST scripts have been moved to a central location and adjusted to make specific version for different 
operational areas. Work continues on automating the USI acceptance of GOST output, the initial launch of GOST 
routines when a new glider or region is introduced, and the addition of OpArea, waterspace, and rendezvous information 
into the request file. 

 

5. CONCLUSIONS 
Automation of the system will prevent manual lat/lon errors on the future, such as confusion over degree minutes vs 
decimal degrees. Limitations in model data resolution and imperfect bathymetry are acknowledged as long term 
limitations.   A time lag in automated transfer of points to actual glider locations has shown improvement in early tests 
of GOST 2.0 where the transfer of GOST-suggested waypoints to the Glider Operations Center (GOC) takes less than 20 
minutes. Moving to this automated transfer will avoid any problem that existed with connections to the NRLSSC server. 
 
Areas that should receive more immediate improvement include genetic algorithm emphasis on allowed operational 
areas, balance of rendezvous, irregularly shaped areas, automated transfer of glider locations to the modeling group and 
in turn. Rendezvous points almost always need careful tweaking when forcing the glider through a narrow area and the 
declaration of a preferred path during recovery. Future testing of ways to avoid the occasional glider transfer of surface 
depth (not allowing the software to work over a 3D water column) and extremely slow or fast speeds will need to be 
added to GOST 2.0.  Errors in predicting the speed of the glider, especially the speed of multiple gliders in different area 
of a domain are the most challenging to fix.  The glider pilots’ interpretation of points as only sequential instead of 
temporal will eliminate this as a hindrance to the system’s use. 
 
Further automation between USI and the Navy DSRC under GOST 2.0 will eventually make the system outputs easier to 
ingest for the glider pilots and allow for multiple areas to run GOST at once.  Better use of the additional capabilities 
present in the packages available for analysis of the waypoints is planned for the future. The system has been redesigned 
to execute from an application directory and will not need to be individually tuned to a specific RNCOM. 
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